7 iGEL N
INTELLIGENT

BATTERY,

CAPACITY INTELLIGENT
DETECTED SERIES

Pr

ct Features

® The batteries 100% pass the pre-delivery quality inspection, and have
stable, reliable, long-term quality assurance.

Unique lead-calcium multi-alloy and the active material formula are
adopted, so the battery has a long service life and excellent performance.
The battery is completely sealed, maintenance-free, of low self-discharge
rate, and subject to safe and reliable sealing technology.

The battery has small internal resistance and good high current discharge
performance.

The battery has excellent high and low temperature performance and can
be used at -30°C to 55°C.

Design service life (25°C): more than 3 years.

The battery performance conforms to standards EN 50342-7, SAE J537,

IEC 60095-7, JIS D5302 and GB/T 23638.

Installation and use

Before installation, select the correct battery model according to the
motorcycle type, and detect the terminal voltage of the battery. If the
terminal voltage of 12V battery is lower than 12.8V (or that of a 6V battery is
lower than 6.4V), please charge the battery before use.

Before installation, please confirm the terminals of the battery with polarity

, connect the “+” terminal of the battery with the
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marks “+” and
positive connecting wire of the motorcycle, and then connect the
terminal of the battery with the negative connecting wire of the motorcycle,
and the wiring shall be firm and reliable. Do not connect the terminals in
reverse; otherwise, the electrical equipment of the motorcycle may be
damaged.

During installation, do not connect the positive and negative terminals with
metal tools; otherwise, it will cause short circuit and fire.

The battery can be used normally after installation.

Maintenance

e Check regularly whether the battery terminals are securely connected and
the terminal surfaces are clean to ensure good contact.

e In case of under voltage caused by various reasons during use, charge the
battery in time to prevent the performance degradation caused by battery
sulfation.

e |f the motorcycle is out of service for more than 1 month, separate the
terminal of the battery from the negative connecting wire of the motorcycle.

e |f the battery has not been used for more than 6 months, it is recommended
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that the user maintains the battery in a professional repair shop.

o |f the low battery voltage is caused by long-term storage of the new battery,
leading the battery cannot be installed onto the motorcycle, you can
maintain the battery by the constant voltage and current limiting method,
that is, the charging voltage of a 12V battery is limited at 14.8V (or that of a
6V battery is limited at 7.4V), the charging current is limited at 2.5ls, and
charging time is controlled within 3 - 6 hours; open fire and smoking are
strictly prohibited during battery maintenance.

Precautions for use

® The battery is charged before delivery and can be directly installed onto the
motorcycle.

® The battery shall not be used for any equipment other than the motorcycle,
so as to avoid any loss to you.

e Do not repair and disassemble the battery, otherwise the corrosive
substances inside the battery will injure you.

® The battery shall be kept away from the fire source, the heat source, and
direct sunlight.

e Longterm storage of batteries without timely recharging may result in
battery failure.

e This battery shall not be used horizontally or upside down, nor in a
confined space.

® The service temperature range of the battery: -30°C to 55°C.

® Short circuit of the connecting wires at the positive and negative terminals
of the battery shall be prohibited.

® Do not connect the positive and negative terminals of the battery to the

motorcycle connecting wire in a reverse manner; otherwise, it will damage
your motorcycle.

@ The battery is a lead-acid battery, the electrolyte inside the battery is highly
corrosive, so please keep it away from children; if the battery case is broken
due to external factors, and the human body touches the electrolyte inside
the battery, the electrolyte may injure the human skin, please seek medical
device.

Disposal of used batteries

There are corrosive electrolyte and heavy metal lead in the battery, and the
electrolyte is highly corrosive to metals, cotton products, stone and soil, which
may cause environment pollution, Please do not discard the battery at will but
recycle the used batteries to a qualified local professional repair shop or an agent.
Please refer to the instruction, wear protective glasses, pay attention to the
explosion gas and corrosion, forbid firework, and keep the battery away from
children.
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Note: The test of digital display battery and capacity-measuring battery in
this instruction is applicable to new batteries, and there will be certain errors
in the test of used batteries. When using this function, for users with old
batteries, for reference only.

Method of application

® The battery is of smart type with built-in micro-electronic chip, which supports
accurate capacity measurement, intelligent display and guiding users to use the
battery correctly.

® The test result of the intelligent capacity measurement function of the battery
can provide a basis for the new battery before it is installed onto the motorcycle
and maintained, so as to ensure successful installation.

@ Before the new battery is installed onto the motorcycle, when the user press the

“Test” button, the built-in micro-electronic chip will automatically test the

internal performance of the battery, accurately determine the battery capacity
by comparing with the built-in virtual battery performance program, and
immediately instruct the user to operate correspondingly by LEDs of different
colors. The test results indicated by the LEDs are as follows:

“ itindicates that all indicators of the battery

are normal, and the battery can be used directly.

4 pevesbetoreinsuiavon | When the yellow LED lights up
it indicates the slight under-capacity of the battery,
and it is recommended to recharge the battery with

the matching charger for 3 - 6 hours.

When the red LED lights up

A\ Pre-testbeforeinstallation
it indicates that the battery capacity is insufficient,
please charge the battery with the matching

charger for about 10 hours.
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